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NOTES:

1. PLEASE DON' T HOLD MOTOR BY LEAD WIRES.

2. PLEASE DON’ T PLUG IN/OUT THE MOTOR CONNECTOR WHILE POWER ON.

3. PLEASE DON’ T DROP, HURL OR DUMP MOTOR AGAINST HARD MATERTAL
MALFUNCTION MAY NOT BE OBSERVED AT EARLY STAGE AFTER SUCH SHOCKS, BUT FOUND

LATER. THE MISHANDLING VOIDS OUR WARRANTY.
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4. DONGGUAN ICAN-TECH WILL NOT BE RESPONSIBLE FOR ANY PATENT DISPUTE OR PROBLEM
CAUSED BY ACTUAL APPLICATIONS

FiL 1230 /ELECTRICAL PARAMETER

W% AL B /SHAFT DESIGH

LA

MANUFACTURER MODEL L110H2P1255A4
S LA ik LK) 2% MCS8H
MATCHED MOTOR DRIVE

A 1.8
STEP ANGLE (° /STEP) :
RATED VOLTAGE (V) :
T, -
RATED CURRENT (A/PHASE) :
FHL B 0.9
RESISTANCE (Q:+15%/PHASE) .
LB HLIE 12
INDUCTANCE _mi+20%/PHASE )

AL "
HOLDTNG TORQUE_(N. M) .
WAL, 5
INSULATION CLASS

T

2

40
6_-0.05

AL
WIRING DIAGRAM:

110max
. 89+0.2 .
| | 4T RED A
°e— g ®
e
H WHT C
G i
“ D
%) @ GRN
T J @
IR B iR T 2
CONNECTION MODE:
A+
AU
BIPOLAR
A,
B+ B-
T g R =] Fe
DESIGNED CHECKED APPROVED DATE SCALE
HUANGTING MAHUALING 2016/03/01 1:2.7
REET —RENLHEH ARG RA A
110H2P1255A4 DONGGUAN TCAN TECHNOLOGY CO., LTD
P AL B oN
TWO-PHASE STEPPING MOTOR V20




